
This document and the information contained herein is the property of Protective Industrial Products, Inc. (PIP) and may not be used or reproduced without permission. Product users should conduct all appropriate testing or other evaluations to determine the 
suitability of PIP products for a particular purpose or use within a particular environment. PIP DISCLAIMS ALL WARRANTIES OTHER THAN AS EXPRESSLY PROVIDED.

SPECIFICATION SHEET

PROTECTIVE INDUSTRIAL PRODUCTS, INC.  |  BRINGING THE BEST OF THE WORLD TO YOU®

AMERICAS: (800) 262-5755 • (518) 861-0133  |  EUROPE: +34-96182-41-48  |  AMEA: (ASIA, MIDDLE EAST, AFRICA) 852-2475-9228  |  www.pipglobal.com

130-100WM

CABARET™ COTTON DRESS GLOVE 
WITH RAISED STITCHING ON BACK 
– OPEN CUFF
•  Constructed in full fashion pattern with fourchettes and set-in 

thumbs for a tailored fit
•  Shirred elastic wrist
•  Three lines of raised stitching on back

APPLICATIONS
•  Formal occasions by police, firemen, waiters, marching bands, 

military and pallbearers

CARE INSTRUCTIONS
Recommend washing gloves in tempered water not exceeding 
104°F (40°C). A mild commercial detergent should be used. 
Wash in a 5-10 minute cycle time. Rinse in cold water. Tumble dry 
at temperature not exceeding 104°F (40°C).

TECHNICAL DATA
MATERIAL 100% cotton

CONSTRUCTION Seamless white knit cotton

COLOR  White

CUFF STYLE Open

SIZES S - XL

PACKAGING 12 pair per dozen, 25 dozen per case

CASE DIMENSIONS (S) 18.9” x 9.4” x 14.2” / 48cm x 24cm x 36cm

(M) 19.3” x 9.8” x 14.2” / 49cm x 25cm x 36cm

(L) 19.7” x 9.8” x 14.2” / 50cm x 25cm x 36cm

(XL) 20.1” x 10.2” x 14.2” / 51cm x 26cm x 36cm

CASE WEIGHT S M L XL

17.6 lbs / 8.0 kg 19.8 lbs / 9.0 kg 19.8 lbs / 9.0 kg 22.0 lbs /10.0 kg

COO China

BARCODES
ITEM PAIR DOZEN CASE

 130-100WM/S --- 01616314053725 02616314053724

 130-100WM/M --- 01616314053718 02616314053717

 130-100WM/L --- 01616314053701 02616314053700

 130-100WM/XL --- 01616314053732 02616314053731

DIMENSIONS (in/cm)

S M L XL

A 9.2 / 23.3 9.4 / 24.0 9.7 / 24.7 10.0 / 25.4

B 3.3 / 8.5 3.5 / 9 3.7 / 9.5 3.9 / 10.0

B A


