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PREMIUM GRADE SPLIT COWHIDE 
LEATHER DRIVER’S GLOVE - 
KEYSTONE THUMB
•  Split Cowhide leather construction provides comfort, durability, 

excellent abrasion resistance, and breathability
•  Split leather is economical and has a visible texture
•  Drivers gloves feature slip-on styling to provide good fit and comfort
•  Keystone thumb is ergonomic, reduces hand fatigue, offers superior 

dexterity and durability
•  Elastic closure sewn inside glove for safety and comfort
•  Cotton color binding denotes sizing
•  Meets the content requirements for Chromium VI free leather

APPLICATIONS
• Construction 
• Machine operation 
• Utility work 
• Farming 
• Roping 
• Many other general applications

TECHNICAL DATA
MATERIAL 100% Cowhide leather

COLOR  Gray

CUFF STYLE Slip on

SIZES S - XL

PACKAGING 12 pair per dozen, 10 dozen per case

CASE S/M: 12” x 10” x 23.4” / 30.5cm x 25.5cm x 59.5cm

L/XL: 14.4” x 10.4” x 25.6” / 36.5cm x 26.5cm x 65cm

CASE 
WEIGHT

S M L XL

35.3 lbs / 16 kg 37.5 lbs / 17 kg 40 lbs / 18 kg 42 lbs / 19 kg

COO China
 
BARCODES

ITEM DOZEN CASE

 69-189/S 01616314008719 02616314008719

 69-189/M 01616314008726 02616314008726

 69-189/L 01616314008733 02616314008733

 69-189/XL 01616314008740 02616314008740

DIMENSIONS (in/cm)

S M L XL

A 9 / 23 9.3 / 23.5 9.6 / 24.5 10 / 25.5

B 4.3 / 11 4.7 / 12 5 / 12.6 5.1 / 13

H  Red  Green  Brown  Blue

69-189

B

A

H

Leather Thickness: 0.9 (+/- 0.1) mm
Tolerance: +/- 0.5 cm


